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PUNCHING ADAPTER 
LSA 12 

 
LSA 15 

 
 
 
Stanzeinsätze müssen separate 
bestellt werden 
 

 

These adapters allow you to add hole punching to 
your crimping tool. They are available as a C-shaped 
dies for the PressMax-C12/InLineBox-C12 or with a 
pin lock for the InLineBox-C15(-O). 

• Hole diameter 6.5 mm up to 17 mm possible 

• Center punching of sheets/rails up to 40 mm wide 

• Material thicknesses: Cu/Al up to 10 mm,  
steel up to 5 mm 

 

 

TECHNICAL DATA 
Item LSA 12 LSA 15 
Hole ∅ 6.5 – 17 mm 6.5 – 17 mm 
Material 
Thickness 

max. 10 mm Cu/Al 
max.   5 mm Steel 

max. 10 mm Cu/Al 
max.   5 mm Steel 

Item No. 79500201 79500205 
 
Scope of Delivery 
Punching adapter accapting punch inserts 
 
 
 
 

PUNCH INSERTS 
For Cu, Al and Steel, suitable for LSA 12 and  
LSA 15 
Item  ∅ Item No. 
LE-12/15-6,5   6.5 mm 79500206 
LE-12/15-7   7.0 mm 79500207 
LE-12/15-8,5   8.5 mm 79500208 
LE-12/15-9   9.0 mm 79500209 
LE-12/15-11 11.0 mm 79500211 
LE-12/15-13 13.0 mm 79500213 
LE-12/15-17 17.0 mm 79500217 

 


