HOLGER
CLASEN

Akku-hydraulisches Presswerkzeug
Battery-operated Hydraulic Crimping Tool

PRESSMAX-C12

Technische Daten Technical Data

Presskraft Crimping Force 120 kN
Pressbreite max. Crimping Width max. 14 mm
Hub Stroke 42 mm
Akku-Spannung Battery Voltage 18V
Gewicht* Weight* 6,9 kg

Abmessungen* Lx BxH Dimensions* Lx W xH 436 x92 x 286 mm

Kopf Head 180° drehbar/rotatable
Artikel-Nr. Solo Item No. Solo 76752000
Artikel-Nr. Set Item No. Set 76852000

* ohne Akku / without battery

Dieses leistungsstarke Akku-hydraulische Presswerkzeug ver-
arbeitet mit handelstiblichen C-Schalen-Presseinsatzen
Kabelschuhe und Verbinder bis 300 mm? nach DIN. In seiner
Vielseitigkeit findet es Einsatz in den Bereichen EVU, Stadt-

werke, der industriellen Kabelmontage oder der Windenergie.

» 18 V-Li-lonen-Akku-Technologie: Immer leistungsstark bei
kurzen Ladezeiten

» Zeitersparnis durch kraftvolleres Verpressen auch von
H-Klemmen

» Effizient durch wahlbare Ricklaufautomatik

» Dank des grofRen Hubs sind auch Dornverpressungen
moglich

This powerful battery-hydraulic crimping tool processes cable
lugs and connectors up to 300 mm? according to DIN with
standard C-shell press inserts. Its versatility makes it suitable
for use in power supply companies, municipal utilities,
industrial cable assembly or wind energy.

» 18 V Li-lon rechargeable battery technology: Always
powerful with short charging times

» Time saving due to more powerful pressing even of
H-clamps

» Efficient due to selectable automatic return

» Thanks to the large stroke, arbor crimping is also possible

Automatischer Riicklauf~<
Automatic Reverse

4

Pressbereiche Crimping Ranges

Anwendung Kabel

Application Cable

Cu/Al nach DIN 48083 Cu: 10 - 300 mm?
Cu/Al accord. to DIN 48083 Al: 10— 300 mm?
Al/St-Seil <:> Al: 16 — 240 mm?
ACSR St: 2,5- 40 mm?
Vorrunden L~ SE: 25— 300 mm?
Pre-Rounding [\M] smM: 16— 300 mm?
Rohrverbinder (DIN-dhnlich) 2
Tubular Cable Connector 16-400 mm
Dornverpressung [N _ 5

Arbor Crimping w 16-150mm
Doppel-Dornverpressung Q 16 — 150 mm?

Double Arbor Crimping

H-Klemmen
H-Clamps
Doppelpress-Kabelschuhe /)

—U— 50-120 mm?

_ 2
Double Crimping Cable Lugs -/ >0 ~120 mm
Trapez-Verpressung L~
10-2 2
Trapezoid Crimping [:l 0-240mm

Lieferumfang Set: PressMax-C12 mit Akku 18 V /5 Ah,

Ladegerat, Trageriemen und Transportkoffer

Scope of Delivery Set: PressMax-C12 with battery 18 V /5 Ah,
battery charger, carrying strap and transportation case
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Zubehor Accessories

Artikel Typ . - Artikel-Nr.
ltem e Beschreibung Description tem No.
Light-weight plasti
Transportkoffer Leichter Kunststoffkoffer mit I.g WeIgnt prastic case
j KOFF-Km - . . with a compartment for two
Transportation Fachern fir zwei Akkus, Lade- . 79500127
PM-C5-14 . . batteries, battery charger,
Case gerat, Presseinsatzbox L .
crimping die box
Trageriemen fiir Akku- Carrying strap for battery
TR-REC Werkzeuge, Riemen 25 mm breit, tools, strap 25 mm wide, 07542106
1 Karabinerhaken 1 snap hook
Trageriemen Trageriemen fiir Akku- Carrying strap for battery
Carf in Stra TR-25-2 Werkzeuge, Riemen 25 mm breit, tools, strap 25 mm wide, 07755001
VR & 2 Karabinerhaken 2 snap hooks € =
Trageriemen fiir Akku- Carrying strap for battery
TR-40-2 Werkzeuge, Riemen 40 mm breit, tools, strap 40 mm wide, 07755002
2 Karabinerhaken 2 snap hooks ¢ -
Lithium-lonen- Kapazitat: 5,0 Ah Capacity: 5.0 Ah
Akku Makita Gewicht: 0,64 kg Weight: 0.64 kg
18 v* BL1850B Ladegerat: DC18RC Charger: DC18RC 79300115
Li-lon Battery Ladezeit: 45 min Charging 45 min
Makita 18 V* (2 100 %) Time: (2 100 %)
Spannung: 220-240V Voltage: 220-240V
Schnell- Frequenz: 50— 60 Hz Frequency: 50— 60 Hz m
Ladegerat Ausgangs- Output
Quick Battery DC18RC spannung: 18V Voltage: 18V 79300120 )
Charger Gewicht: 0,9 kg Weight: 0.9 kg
Abmessungen: 156x190x84 mm Dimensions: 156x190x84 mm
Holger Clasen 18V Battery-
HC-ADAP-BO-1gy HOlBer Clasen 18V Akku-Adapter, |\ b o Bosch 79300002
passend fir Bosch Akku 18V
Battery 18V
Akku- Holger Clasen 18V Battery-
Adapter HC-ADAP-MI-18V H°'ger§'ffe:\’/ﬁsv Ark“:\kiap;;} Adapter suitable for 79300093
Battery passend tur Milwaukee Akku Milwaukee Battery 18V
Adapter
Holger Clasen 18V Battery-
HC-ADAP-DE-1gy Holger Clasen 18V Akku-Adapter, | \ " " oo o pewalt 79300094
passend fur Dewalt Akku 18V
Battery 18V
Adapter zur Aufnahme von Adapter to hold hole punch-
Lochstanz- . . L :
S —— Lochstanzeinsatzen (Matrize, ing inserts (die, punch) for :
P ) LSA 12 Stempel) fiir Loch-Durchmesser  hole diameter 6.5 - 17 mm, 79500201 ‘
Punching 6,5 — 17 mm, mittiges Lochen center punching of rails u
Adapter , , 8 p g p

von Schienen bis 40 mm Breite to 40 mm width

* Optional konnen weitere 18V Makita Akkus genutzt werden: BL1815N, BL18208B, BL18308B, BL1840B, BL18608B.
* Optionally, other 18V Makita batteries can be used: BL1815N, BL1820B, BL1830B, BL1840B, BL1860B
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